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SPECIFICATIONS :

Manutacturer . Temptop
Model No : M10; FEATU RES
Measuring Parameters ) P 2.5 TNRIC,
: 3 » BRAND NEW WIRELESS 5-IN-1AIR QUALITY
PM 2.5 = 010 999ug/m . MONITOR: PM2.5, HCHO., TVOC, AQI, WIFI.
Resolution . ug/m3 i
= 3 STEPS TO CONNECT TO WIFI.
PM2.5 Sensor Life . 3 years l
; 4 = TEMTOP 3RD-GENERATION LASER PARTICLE
HCHO - 0 to Zmg/m | SENSOR WITH A MAX OF 20,000 HOURS
Resolution : 0.01mg/m3 . LIFETIME
HCHO Sensor Life : 3 Years % THE UNIQUE PARTICLE SWARM OPTIMIZATION
. ALGORITHM HELPS TO MEASURE THE PARTICLE
. 3 |
TVOC - Oto OSmg/m ' MORE ACCURATE AND STABLE.
Resolution : 0.01mg/m?3 :
# TOP ELECTROCHEMICAL SENSOR FROM DART
Input Voltage BN, . UKWITH PRE-CALIBRATED THAT PROVIDES
; ' MORE ACCURATE FORMALDEHYDE MOLECULE
Battery Life . 6 Hours i
Dimension : 82 X 82 X 31 mm & THE TVOC DETECTION FUNCTION COVERED A
. WIDE RANGE OF ORGANIC POLLUTANTS OF
Welgh‘r 200 GrClms VOCS.

Clean Rooms | Pharma | Hospital | HVAC | BulkDrugs | Chemicals | Heavy Machinery

Hydraulics & Vacuum Industry | Green House | Server Room | Confined Space | Cold Storage
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